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1. BEFORE USING THE EQUIPMENT AND SECURITY. 
The Load Control Cells are designed and manufactured under our internal quality standard and the supervision that forces the rule ISO9001. 
The operator must be familiarized with the use of this tool, must be consequent with the inherent risk of the use of the hydraulic tools. 
Use the appropriate protection devices such as: 

Boots Helmet Goggles Gloves  Clothes. 
 

 
If any malfunction in the equipment is detected, never use it until be repaired by specialist personnel.  
Store it far of the operators, in a safe place. 
 
Watch the extreme environmental conditions and keep greased the equipment. 
 
Never store the tool in a place where the children could have access to it. 
 
 

This portable compression type load cells, have been designed for reading the force being exerted on them. Remote mounted gauges with hose can be 
delivered. 
 
The omission of this instruction manual could produce personal injuries and material damages, that LARZEP, S.A. will not be responsible. 
 
 

2. TECHNICAL FEATURES. 
 

Capacity  
ton 

 Pressure 
bar LARZEP  Area 

cm2 
A 

 mm.
B 

 mm.
D 

 mm.
E 

 mm.
L 

 mm.
 Weight 

Kg 
5  480 C00510 10, 4 87 210 58 100 41 2, 3 

10 500 C01010 21, 2 90 226 74 100 56 3, 5 

 
We will have in mind that these load controls cells are designed for its work at the described pressure, 
please don’t increase this pressure in no way.  It is absolutely forbidden. LARZEP, S.A. will not be 
responsible in any case of the injuries and damages caused for a bad use of the tool, or omission of this 
instructions. 

 
3. WARRANTY. 

 
LARZEP, S.A. guarantees its products against all design and manufacturing defects for the durations of two years from the date of 
purchase. This guarantee does not include the ordinary wear of both metal and non-metal parts, abuse, using the equipment beyond its 
rated capacity and any wear or damage incurred as a result of using a hydraulic fluid which is not recommended by LARZEP, S.A. 
 
Please note that if the equipment is disassembled or serviced by anyone other than an authorized service dealer or by LARZEP, S.A., 
this guarantee is rendered null and void. 
 
In the event of a warranty claim, return the equipment, to LARZEP, S.A. or the authorized dealer which sold you the hydraulic 
equipment, LARZEP, S.A. will repair or replace the faulty equipment, whichever is deemed most appropriate. LARZEP, S.A. shall 
not be held liable for any consequential damages or losses, which may occur as a result of faulty equipment 
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3. DECLARATION OF CONFORMITY. 
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